
 

 

           
 

 
 
 

UV - Disinfection Systems 
Aqua UVtron ®  FL-Serie-TFT 

 
Longlife High-Power Certified UV-C Systems for water disinfection 

 
Applications 
 

▪ Drinking water supply 
▪ Industrial process water disinfection 
▪ Pharmaceutical and chemical industry 
▪ Soft drink industry and breweries 
▪ Food production industry 
▪ Hospital and clinics 
▪ Pure and Ultrapure water disinfection 
▪ Cold and Hot water installations (Legionella prevention) 
▪ Swimming- and Whirlpools 

 

Characteristics 
 

▪ Compact system 
▪ Electro polished 316L (1.4404) chamber designed for 

pressures up to 12 bar 
▪ Electronic ballast with integrated current loop detecting 

the lamp function 
▪ Selective UV-C radiation detection according to 

DVGW sheet W-294 and Ö-Norm 5873-1 
regulations with 4-20 mA signal output, TFT 
display indication the absolute UV-C intensity in 
W/m2, SAC 254 in E/m, turbidity in NTU 
temperature, run time 
as well as startup and power failure counters, 
data logger, potential free relay contacts for alarm 
and pre-alarm signals 

▪ Remote control facility 
▪ Power failure safe 
▪ Longlife Medium Pressure lamp technology 
▪ High quality of the used quartz sleeves 
▪ Economical 

 

Options 
 

▪ Flow restriction valve 
▪ Flow meter with pulses or inductive magnetic 
▪ Water temperature detection with flushing valve 
▪ Turbidity in NTU and SAK 254 nm probe 
▪ Flow interruption valve 
▪ Alarm signal transmission by cable or GSM 
▪ MODBUS, PROFIBUS interface 
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Device type: UV-C UV-C UV-C UV-C UV-C Unit

FL100 FL200 FL500 FL1000 FL1500

Application:

 - Water till 38 °C 165.0 230.0 375.0 700.0 980.0 m
3
/h

Power consumption: 2.8 3.9 6.4 12.1 17.6 kW

UV-C Dose @ 254 nm: >400 >400 >400 >400 >400 J/m
2

UV LP lamp: AXM2000 AXM3500 AXM5000 AXM10000 AXM15000

 - lamp power 2.5 3.5 5.8 11.0 16.0 kW

 - UV-C output @ 254 nm 0.38 0.53 0.75 1.90 2.80 kW

 - lamp life 10'000 10'000 10'000 10'000 10'000 h

Temperature range:

 - water 4 - 38 4 - 38 4 - 38 4 - 38 4 - 38 °C

 -environment 4 - 42 4 - 42 4 - 42 4 - 42 4 - 42 °C

Max. operational pressure: 10 10 10 10 10 bar

Connection without Coupler: DN 100 DN 150 DN 150 DN 250 DN 250

Dimensions:

 - Installation length 945 1'095 1'175 1'675 1'675 mm

 - Installation depth 840 840 1'000 1'000 1'000 mm

 - Installation height 1'700 1'700 1'700 1'700 1'700 mm

 - Open space for maintenance 600 750 900 1'400 1'400 mm

 - chamber type FL-100-F FL-200-F FL-500-F FL-1000-F FL-1500-F

Weight:

 - radiation chamber 16.0 19.0 32.0 95.0 95.0 kg

 - control unit 35.0 35.0 35.0 80.0 80.0 kg

Protection Degree

 - radiation chamber IP 65 IP 65 IP 65 IP 65 IP 65

 - control unit IP 54 IP 54 IP 54 IP 54 IP 54

Materials:

 - radiation chamber 1.4404 1.4404 1.4404 1.4404 1.4404

 - control unit Painted Steel Painted Steel Painted Steel Painted Steel Painted Steel
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